Application Note )

Using AN-X-DCSNet with the InGear OPC Server - ‘

This application note describes how to configure the InGear AB OPC server to access
DCSNet data on the AN-X-DCSNet module.

Start the InGear AB OPC server and use the following steps to configure it to access data
on the AN-X-DCSNet.

1. Select Edit/Comm Settings...
2. For the Driver, select the AB 1756 ENET (ControlLogix) driver and click Add...

Driver Selection i x|

— Supported Drivers
BB 17EE EMET [Control Logis | j Add

— Inztalled Drivers

Eanfigure...

[elete

P L

Help...

0k, | Cancel

Uze thig driver to communicate Control Logix 5550 via Ethernet

3. For the PLC IP Address or Hostname, enter the AN-X-DCSNet IP address and click
OK
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Using AN-X-DCSNet with the InGear OPC Server

AB Ethernet Driver E x|

— Ethernet Settings

Crriveer Wame
[1756ENET_1

PLC IP Addrezs or Hozstname
[192.188.0.10

Connect Timeout [ms]
|50

k. I Cancel Help

Click OK to accept the driver configuration
5. Select Add/New Device...

6. Givethe device aName, select the Driver you just added, select PLC-5 Family and

set the PLC Nodeto 0. Click OK to accept the device

Device Properties

M ame I-ﬁ-NX

— Device Properties
Driver:

[1756ENET_1

(+ PLC-5 Family FLCMode [0
" SLC Enhanced

" ControlLogix L555=/CompactLogix ™| Import BES000 £5%

[ Simulate 140 [does not access the phyzical device]

£ SLC iz Fanmily Timeaut [rs) |3|:||:|EI

Enter a Timeout walue [50-10000] ms.

Ok, I Cancel

Help...

7. Select Add/New Tag...
8. Givethetag aName.
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Using AN-X-DCSNet with the InGear OPC Server

9. Enter aninteger file address. AN-X usesinteger file N100 for drop O data, file N101
for drop 1, and so on. The DCS received messages counter isfound in drop O
register 14 (N100:14) and should be incrementing if AN-X isactiveon aDCS
network

10. For the Data Type selectVT 12 — (INT/Word)
11. Click OK to accept the tag

Tag Properties i x|
MName IHeceived

Dezcription I Cancel

Pl

File Elernent |N1 o014 Help

Data Tupe [WT_l2-  (NTAword) =]
[ Aray  Elements I'I
Scaling

[~ Enable Settings... |

Simulation zignal IHamp j
WT_I2Z - 16 Bit Integer Walue [INT - 32768 to 327E7)

Y ou should now be able to access the tag from any client capable of communicating with
the InGear AB OPC server.
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Using AN-X-DCSNet with the InGear OPC Server

Select View/Monitor to go online. The tag should be incrementing

it Untitled - OPC Server For Allen-Bradley Networks - Z Hr Demo Mode o ]
File add Edit View License Help ‘Windows CE
mS[A] &[]
----- W Marne | Tvpe | Location Processing | ‘Value | Description
ﬂuRecei\fed VT_I2 Mi00:14 24560
< | i
Diriver Mame I Skatus I Sent I Ry I Facket!. .
1756ENET_1 1756_EMET To 19... OMNLINE 242 242 4
4| | i
Ready AN has 1 Tags 4
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